


           ZEP 210 SERIES
Vacuum-compressor performance data

Feature:

· Oil Free

· Compact  light weight design

· Maintenance free

· Low Noise

· Cooler running bearing - increased service life

· Easy to install,close-coupled construction

Type for selection:
noisnemiDcitatsxaMcitatsxaMxaMdetaRtuptuOelgniSevruc

No MODEL double Freq power voltage current airflow suction pressure Noise L X W X H weight

· In stock stage Hz Kw V A m3/h  mbar  mbar dB(A) mm Kg

B140 50 0.55 200-240∆ /345-415Y 2.8 /1.6 6175092032-74

B141 60 0.63 220-275∆ /380-480Y 3.0 /1.7 6126023072-75

B140S 8175092032-741.3042-02255.005

B141S 8126023072-751.7042-02236.006

· ZEP 210 H16 293 X 294 X 319

· ZEP 210 A75

single

293 X 294 X 319

e: info@zepher-uk.com t: 01260 272800   f: 01260 272444

· Ideal alternative to
  standard rotary vane
  pump and PD/rotary
  lobe blowers

· Vacuum & Pressure



       Dimension for installation:

Dimension data:

MODEL curve No A B B¹ B1 C C2 D E F G H H1 J K M N O P
ZEP 210 H16 B140/141 294 319 — 39 87 — 260 298 293 129 167 — 111 105 252 65 124 G1¼

ZEP 210 A75 B140S/141S 294 319 — 39 87 — 260 298 293 129 167 — 111 105 252 65 124 G1¼
XW1TT3S2S1SRQoNevrucLEDOM

ZEP 210 H16 351237015011304144146141/041B
ZEP 210 A75 351237015011304144146S141/S041B

M16 x 1.5
M16 x 1.5

M6 x 15
M6 x 15

M6 x 17
M6 x 17

M25 X 1.5
M25 X 1.5

U V V1 Y x Z

e: info@zepher-uk.com t: 01260 272800   f: 01260 272444



           ZEP 220 SERIES
Vacuum-compressor performance data

Type for selection:
noisnemiDcitatsxaMcitatsxaMxaMdetaRtuptuOelgniSevruc

No MODEL double Freq power voltage current airflow suction pressure Noise L X W X H weight

· In stock stage Hz Kw V A m3/h  mbar  mbar dB(A) mm Kg

B150 50 0.81 200-240∆ /345-415Y 4.0 /2.3 4285094073-74

B151 60 0.94 220-275∆ /380-480Y 4.0 /2.3 4226084044-06

B152 50 1.5 200-240∆ /345-415Y 7.5 /4.3 8285056073-74

B153 60 1.75 220-275∆ /380-480Y 7.5 /4.3 822604700506

B150S 0385006073-747.9042-0225.105

B151S 0326066024-063.01042-02257.106
· ZEP 220 A75

Double

525 X 313 X 326

· ZEP 220 H26 469 X 313 X 326

· ZEP 220 H56 525 X 313 X 326

e: info@zepher-uk.com t: 01260 272800   f: 01260 272444

Feature:

· Oil Free

· Compact  light weight design

· Maintenance free

· Low Noise

· Cooler running bearing - increased service life

· Easy to install,close-coupled construction

· Vacuum & Pressure



             Dimension for installation:

Dimension data:

MODEL curve No A B B¹ B1 C C2 D E F G H H1 J K M N O P
ZEP 220 H26 B150/151 313 326 359 — — 43 260 298 469 130 167 272 111 105 426 241 123 G1¼
ZEP 220 H56 B152/153 313 326 359 — — 43 260 298 525 185 167 272 128 105 426 241 123 G1¼
ZEP 220 A75 B150S/151S 313 326 359 — — 43 260 298 525 185 167 272 128 105 426 241 123 G1¼

XW1TT3S2S1SRQoNevrucLEDOM
ZEP 220 H26 —237015011304144146151/051B
ZEP 220 H56 —237015011304144146351/251B
ZEP 220 A75 —237015011304144146S151/S051B M6 x 17 M25 X 1.5 M16 x 1.5 —

M6 x 17 M25 X 1.5 M16 x 1.5 —
M6 x 17 M25 X 1.5 M16 x 1.5 —

U V V1 Y x Z

e: info@zepher-uk.com t: 01260 272800   f: 01260 272444



           ZEP 310 SERIES
Vacuum-compressor performance data

Type for selection:
noisnemiDcitatsxaMcitatsxaMxaMdetaRtuptuOelgniSevruc

No MODEL double Freq power voltage current airflow suction pressure Noise L X W X H weight

· In stock stage Hz Kw V A m3/h  mbar  mbar dB(A) mm Kg

B170 50 0.55 200-240∆ /345-415Y 2.8 /1.6 6175052052-66

B171 60 0.63 220-275∆ /380-480Y 3.0 /1.7 6126052062-08

B172 50 0.81 200-240∆ /345-415Y 4.0 /2.3 7195053082-66

B173 60 0.94 220-275∆ /380-480Y 4.0 /2.3 7126063043-08

B172S 8175053052-660.9042-02249.005

B173S 8126093082-080.9042-0221.106
· ZEP 310 A71

single

295 X 313 X 339

· ZEP 310 H16 295 X 313 X 339

· ZEP 310 H26 295 X 313 X 339

e: info@zepher-uk.com t: 01260 272800   f: 01260 272444

Feature:

· Oil Free

· Compact  light weight design

· Maintenance free

· Low Noise

· Cooler running bearing - increased service life

· Easy to install,close-coupled construction

· Vacuum & Pressure



             Dimension for installation:

Dimension data:

MODEL curve No A B B¹ B1 C C2 D E F G H H1 J K M N O P
ZEP 310 H16 B170/171 313 339 — 39 94 — 290 325 295 129 177 — 120 105 256 67 130 G1¼

ZEP 310 H26 B172/173 313 339 — 39 94 — 290 325 295 129 177 — 120 105 256 67 130 G1¼
ZEP 310 A71 B172S/173S 313 339 — 39 94 — 290 325 295 129 177 — 120 105 256 67 130 G1¼

XW1TT3S2S1SRQoNevrucLEDOM
ZEP 310 H16 351236114111304144146171/071B
ZEP 310 H26 351236114111304144146371/271B
ZEP 310 A71 351236114111304144146S371/S271B

M6 x 17 M25 X 1.5 M16 x 1.5 M6 x 15
M6 x 17 M25 X 1.5 M16 x 1.5 M6 x 15
M6 x 17 M25 X 1.5 M16 x 1.5 M6 x 15

U V V1 Y x Z

e: info@zepher-uk.com t: 01260 272800   f: 01260 272444



           ZEP 320 SERIES

Vacuum-compressor performance diagram

Type for selection:
noisnemiDcitatsxaMcitatsxaMxaMdetaRtuptuOelgniSevruc

No MODEL double Freq power voltage current airflow suction pressure Noise L X W X H weight

· In stock stage Hz Kw V A m3/h  mbar  mbar dB(A) mm Kg

B180 50 1.1 200-240∆ /345-415Y 5.4 /3.1 9295084004-56

B181 60 1.3 220-275∆ /380-480Y 5.4 /3.1 9236084084-67

B182 50 1.5 200-240∆ /345-415Y 7.5 /4.3 0395045044-56

B183 60 1.75 220-275∆ /380-480Y 7.6 /4.4 0336006065-67

B180S 2395055004-567.9042-0225.105

B181S 2336045093-673.01042-02257.106
· ZEP 320 A75

Double

512 X 331 X 345

· ZEP 320 H46 495 X 331 X 345

· ZEP 320 H56 512 X 331 X 345

Vacuum-compressor performance data

e: info@zepher-uk.com t: 01260 272800   f: 01260 272444

Feature:

· Oil Free

· Compact  light weight design

· Maintenance free

· Low Noise

· Cooler running bearing - increased service life

· Easy to install,close-coupled construction

· Vacuum & Pressure



             Dimension for installation:

Dimension data:

MODEL curve No A B B¹ B1 C C2 D E F G H H1 J K M N O P
ZEP 320 H46 B180/181 331 345 380 — — 47 290 325 495 153 177 291 120 105 431 243 130 G1¼
ZEP 320 H56 B182/183 331 345 380 — — 47 290 325 527 185 177 291 128 105 431 243 130 G1¼

ZEP 320 A75 B180S/181S 331 345 380 — — 47 290 325 527 185 177 291 128 105 431 243 130 G1¼
XW1TT3S2S1SRQoNevrucLEDOM

ZEP 320 H46 —23611411130414418.36181/081B
ZEP 320 H56 —23611411130414418.36381/281B
ZEP 320 A75 —23611411130414418.36S181/S081B M6 x 17 M25 X 1.5 M16 x 1.5 —

M6 x 17 M25 X 1.5 M16 x 1.5 —
M6 x 17 M25 X 1.5 M16 x 1.5 —

U V V1 Y x Z

e: info@zepher-uk.com t: 01260 272800   f: 01260 272444



           ZEP 410 SERIES
Vacuum-compressor performance data

Type for selection:
noisnemiDcitatsxaMcitatsxaMxaMdetaRtuptuOelgniSevruc

No MODEL double Freq power voltage current airflow suction pressure Noise L X W X H weight

· In stock stage Hz Kw V A m3/h  mbar  mbar dB(A) mm Kg

B200 50 1.1 200-240∆ /345-415Y 5.4 /3.1 3255083003-78

B201 60 1.3 220-275∆ /380-480Y 5.4 /3.1 3226073043-501

B200S 3255083003-781.01042-0221.105

B201S 3226093053-5013.01042-0223.106
· ZEP 410 A41

single

321 X 346 X 375

· ZEP 410 H16 321 X 346 X 375

e: info@zepher-uk.com t: 01260 272800   f: 01260 272444

Feature:

· Oil Free

· Compact  light weight design

· Maintenance free

· Low Noise

· Cooler running bearing - increased service life

· Easy to install,close-coupled construction

· Vacuum & Pressure



             Dimension for installation:

Dimension data:

MODEL curve No A B B¹ B1 C C2 D E F G H H1 J K M N O P
ZEP 410 H16 B200/201 346 375 — 39 103 — 315 350 321 153 195 — 120 130 260 66 143 G1¼

ZEP 410 A41 B200S/201S 346 375 — 39 103 — 315 350 321 153 195 — 120 130 260 66 143 G1¼
XW1TT3S2S1SRQoNevrucLEDOM

ZEP 410 H16 761237215211304144146102/002B
ZEP 410 A41 761237215211304144146S102/S002B

V V1 Y x Z
M25 X 1.5

U
M6 x 17
M6 x 17 M25 X 1.5

M16 x 1.5
M16 x 1.5

M6 x 15
M6 x 15

e: info@zepher-uk.com t: 01260 272800   f: 01260 272444



           ZEP 420 SERIES
Vacuum-compressor performance data

Type for selection:
noisnemiDcitatsxaMcitatsxaMxaMdetaRtuptuOelgniSevruc

No MODEL double Freq power voltage current airflow suction pressure Noise L X W X H weight

· In stock stage Hz Kw V A m3/h  mbar  mbar dB(A) mm Kg

B210 50 1.5 200-240∆ /345-415Y 7.5 /4.3 3316054084-78

B211 60 1.75 220-275∆ /380-480Y 7.6 /4.4 3366014034-501

B212 50 3.3 200-240∆ /345-415Y 13.0 /7.5 9316057005-78

B213 60 3.8 220-275∆ /380-480Y 13.8 /8.0 9366058015-501

· ZEP 420 H26 529 X 363 X 377

· ZEP 420 H56 554 X 363 X 377

Double

e: info@zepher-uk.com t: 01260 272800   f: 01260 272444

Feature:

· Oil Free

· Compact  light weight design

· Maintenance free

· Low Noise

· Cooler running bearing - increased service life

· Easy to install,close-coupled construction

· Vacuum & Pressure



             Dimension for installation:

Dimension data:

MODEL curve No A B B¹ B1 C C2 D E F G H H1 J K M N O P
ZEP 420 H26 B210/211 363 377 414 — — 52 315 350 529 180 195 319 128 130 436 243 143 G1¼
ZEP 420 H56 B212/213 363 377 414 — — 52 315 350 554 211 195 319 128 130 436 243 143 G1¼

XW1TT3S2S1SRQoNevrucLEDOM
ZEP 420 H26 —23721521130414418.36112/012B
ZEP 420 H56 —23721521130414418.36312/212B

M6 x 17 M25 X 1.5 M16 x 1.5 —
M6 x 17 M25 X 1.5 M16 x 1.5 —

ZxY1VVU

e: info@zepher-uk.com t: 01260 272800   f: 01260 272444



           ZEP 510 SERIES
Vacuum-compressor performance data

Type for selection:
noisnemiDcitatsxaMcitatsxaMxaMdetaRtuptuOelgniSevruc

No MODEL double Freq power voltage current airflow suction pressure Noise L X W X H weight

· In stock stage Hz Kw V A m3/h  mbar  mbar dB(A) mm Kg

B230 50 1.5 200-240∆ /345-415Y 7.5 /4.3 6246063013-021

B231 60 1.75 220-275∆ /380-480Y 7.6 /4.4 6286023043-541

B232 50 2.2 200-240∆ /345-415Y 11.4 /6.6 9246074013-021

B233 60 2.55 220-275∆ /380-480Y 11.2 /6.5 9286084063-541

· ZEP 510 H16 361 X 368 X 395

· ZEP 510 H26 361 X 368 X 395

single

e: info@zepher-uk.com t: 01260 272800   f: 01260 272444

Feature:

· Oil Free

· Compact  light weight design

· Maintenance free

· Low Noise

· Cooler running bearing - increased service life

· Easy to install,close-coupled construction

· Vacuum & Pressure



             Dimension for installation:

Dimension data:

MODEL curve No A B B¹ B1 C C2 D E F G H H1 J K M N O P
ZEP 510 H16 B230/231 368 395 — 39 114 — 328 363 361 185 205 — 128 152 265 68 148 G1¼
ZEP 510 H26 B232/233 368 395 — 39 114 — 328 363 361 185 205 — 128 152 265 68 148 G1¼

XW1TT3S2S1SRQoNevrucLEDOM
ZEP 510 H16 291238317311304154146132/032B
ZEP 510 H26 291238317311304154146332/232B M6 x 17 M25 X 1.5 M16 x 1.5 M8 x 15

M6 x 17 M25 X 1.5 M16 x 1.5 M8 x 15
U V V1 Y x Z

e: info@zepher-uk.com t: 01260 272800   f: 01260 272444



           ZEP 520 SERIES
Vacuum-compressor performance data

Type for selection:
noisnemiDcitatsxaMcitatsxaMxaMdetaRtuptuOelgniSevruc

No MODEL double Freq power voltage current airflow suction pressure Noise L X W X H weight

· In stock stage Hz Kw V A m3/h  mbar  mbar dB(A) mm Kg

B240 50 2.2 200-240∆ /345-415Y 11.4 /6.6 0446064074-021

B241 60 2.55 220-275∆ /380-480Y 11.2 /6.5 0407054005-541

B244 50 4 345-415 9.0 1556028005-021

B245 60 4.6 380-480 9.5 1517018035-541

· ZEP 520 H26 549 X 387 X 402

· ZEP 520 H77 603 X 387 X 402

Double

e: info@zepher-uk.com t: 01260 272800   f: 01260 272444

Feature:

· Oil Free

· Compact  light weight design

· Maintenance free

· Low Noise

· Cooler running bearing - increased service life

· Easy to install,close-coupled construction

· Vacuum & Pressure



             Dimension for installation:

Dimension data:

MODEL curve No A B B¹ B1 C C2 D E F G H H1 J K M N O P
ZEP 520 H26 B240/241 387 402 435 — — 57 328 363 549 185 206 343 128 152 453 256 148 G1¼
ZEP 520 H77 B244/245 387 402 435 — — 57 328 363 603 211 206 343 148 152 453 256 148 G1¼

XW1TT3S2S1SRQoNevrucLEDOM
ZEP 520 H26 —24831731130415418.36142/042B
ZEP 520 H77 —23831731130415418.36542/442B

U V V1 Y x Z
M6 x 17 M25 X 1.5 M16 x 1.5 —
M6 x 17 M32 x 1.5 M16 x 1.5 —

e: info@zepher-uk.com t: 01260 272800   f: 01260 272444



           ZEP 610 SERIES
Vacuum-compressor performance data

Type for selection:
noisnemiDcitatsxaMcitatsxaMxaMdetaRtuptuOelgniSevruc

No MODEL double Freq power voltage current airflow suction pressure Noise L X W X H weight

· In stock stage Hz Kw V A m3/h  mbar  mbar dB(A) mm Kg

B260 50 2.2 200-240∆ /345-415Y 11.4 /6.6 2356063043-561

B261 60 2.55 220-275∆ /380-480Y 11.2 /6.5 2317513063-591

B262 50 3.3 200-240∆ /345-415Y 13.0 /7.5 5356084043-561

B263 60 3.8 220-275∆ /380-480Y 14.2 /8.2 5317035083-591

· ZEP 610 H16 364 X 418 X 455

· ZEP 610 H26 390 X 418 X 455

single

e: info@zepher-uk.com t: 01260 272800   f: 01260 272444

Feature:

· Oil Free

· Compact  light weight design

· Maintenance free

· Low Noise

· Cooler running bearing - increased service life

· Easy to install,close-coupled construction

· Vacuum & Pressure



             Dimension for installation:

Dimension data:

MODEL curve No A B B¹ B1 C C2 D E F G H H1 J K M N O P
ZEP 610 H16 B260/261 418 455 — 39 127 — 371 406 364 185 235 — 128 152 271 72 172 G1¼
ZEP 610 H26 B262/263 418 455 — 39 127 — 371 406 390 211 235 — 128 152 271 72 172 G1¼

XW1TT3S2S1SRQoNevrucLEDOM
ZEP 610 H16 822235513511304154146162/062B
ZEP 610 H26 822235513511304154146362/262B M6 x 17 M25 X 1.5 M16 x 1.5 M8 x 15

M6 x 17 M25 X 1.5 M16 x 1.5 M8 x 15
U V V1 Y x Z

e: info@zepher-uk.com t: 01260 272800   f: 01260 272444



Vacuum-compressor performance data
           ZEP 620 SERIES

e: info@zepher-uk.com t: 01260 272800   f: 01260 272444

Feature:

· Oil Free

· Compact  light weight design

· Maintenance free

· Low Noise

· Cooler running bearing - increased service life

· Easy to install,close-coupled construction

· Vacuum & Pressure

Type for selection:
noisnemiDcitatsxaMcitatsxaMxaMdetaRtuptuOelgniSevruc

No MODEL double Freq power voltage current airflow suction pressure Noise L X W X H weight

· In stock stage Hz Kw V A m3/h  mbar  mbar dB(A) mm Kg

B270 50 3.3 200-240∆ /345-415Y 13.0 /7.5 8476005064-561

B271 60 3.8 220-275∆ /380-480Y 14.2 /8.2 8417024084-591

B272 50 5.7 345-415 12.5 5686047064-561

B273 60 6.6 380-480 12.0 5627048084-591

· ZEP 620 H36 578 X 442 X 457

· ZEP 620 H57 643 X 442 X 457

Double





Vacuum-compressor performance data

Type for selection:
noisnemiDcitatsxaMcitatsxaMxaMdetaRtuptuOelgniSevruc

No MODEL double Freq power voltage current airflow suction pressure Noise L X W X H weight

· In stock stage Hz Kw V A m3/h  mbar  mbar dB(A) mm Kg

B282 50 7.5 345-415 16.0 58270401037-071

B283 60 8.6 380-480 16.0 58670401007-002
· ZEP 630 H67 710 X 442 X 457Double

           ZEP 630 SERIES

e: info@zepher-uk.com t: 01260 272800   f: 01260 272444

Feature:

· Oil Free

· Compact  light weight design

· Maintenance free

· Low Noise

· Cooler running bearing - increased service life

· Easy to install,close-coupled construction

· Vacuum & Pressure



             Dimension for installation:

Dimension data:

MODEL curve No A B B' C2 D E F G H H1 J M N
ZEP 630 H67 B282/283 442 457 495 63 371 406 710 267 236 389 167 538 339

2W1WT2S1SRQPOoNevrucLEDOM
ZEP 630 H67 0412435164154146¼1G271382/282B

V
M6 x 17 M32 x 1.5

U

e: info@zepher-uk.com t: 01260 272800   f: 01260 272444




